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Industrial versatility

TOKHEIM QUANTIUMTM 510M FHR FUEL DISPENSER



Redefining
Modularity
Modular, reliable, safe and secure. That’s the perfect 
description for the Tokheim QuantiumTM 510M full 
hose retraction (FHR) fuel dispenser. It’s impressive. It’s 
powerful. It’s engineering excellence.

The Quantium 510M FHR fuel dispenser has been designed with modularity
in mind, allowing you to design the perfect solution for your forecourt. Built 
with fi eld-proven, high-quality components, the Quantium 510M FHR fuel 
dispenser delivers lower total cost of ownership (TCO), greater future-proofi ng 
and improved maintainability. Unlocking the power of media to boost sales has 
never been easier, thanks to the new larger dispenser head.
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Tokheim Quantium 510M FHR
fuel dispenser

Stand out from the Crowd

The Quantium 510M FHR fuel dispenser has been designed 
with the same look and feel of its predecessor - Quantium 
510 - but with the added benefi t of a larger dispenser head, 
enabling an easy upgrade from LCD to VGA media display. 
The hoses are completely encased, allowing site managers 
to maintain a sleek, professional and tidy forecourt, whilst 
improving the customer’s refuelling experience.

For more information, please visit tokheim.com.
*Tokheim T-media available™ as an option.

Available Grades: 1-5

Available Nozzles: 1-10

Available Flow Rates: 40, 80, 40/80 (dual speed) or 130 LPM

Hose Management: Full Hose Retraction

Nozzle Reach: 4.2m 

Dispenser Orientation: Lane (single or double sided)

Display Options: 6-6-4 LCD, 7-7-5 LCD, 17” VGA Media Screen* 

Vapour Recovery: Open Loop, Self-Calibrating

Automatic Temperature Compensation: Available as an option

Pump Type: Vane Pump (TQP-RS)

AdBlue® Confi gurations: Up to 4 nozzles, standalone and combo

Customised Livery: Suited to customer needs

Corrosion Resistance: Operation up to C5-M corrosion category ISO 

12944-2:1998 as standard (full operation in a C5-M environment may 

require additional treatment options) 

Operating Temperature: -25c to +55c

Relative Humidity: 5-95%

FHR Dimensions: 1551mm (L) x 520mm (W) x 1781mm (H), 3-6-3 model

Dispenser Options: Extensive range available


